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Permitee: ANDALEX RESOURCES INC

Operator: ANDALEX RESOURCES INC

Site: CENTENNIAL MINE

Address: PO BOX 9{0, EAST CARBON UT 84520-0910

County: CARBON

Permit Type: PERMANENT GOAL PROGRAM

Permit Status: ACTIVE

Gurrent Acreages

6,528.83 Total Permitted

47.19 Total Disturbed
Phase I

Phase ll
Phase lll

llllineral Ownerchip Types of Operations

M Federal

E $tate

tr Gounty

M Fee

tl other

tr Underground

I Surface

I Loadout

I Processing

tr Reprocessing

Roport summary and .trtu! for pending enforc€ment ac{ion!, pamit conditions, DlvLlon Orde|t, and .mendment!:

Checked in at the main office locaEd at West Ridge Mine befote proceeding to the CEnbnnial Mine unaccompanied.

Inspector's Sig nature:

Notd5gFtrlYucfifuftntiWgtt{hitEdtttflr$OtBqn Htf*SItftlhlqffbFrdtnvltiTt8dt*ddflSty program of the Division of oit, Gas and Mining.
telephone (801) 538-5340 r facsimile (801) 359-3940.'lTY (801) 538-7458 r n;rlrr'.ognr.utah,go,'.

lnspection Report

Permit Number:

l"spection Typet

c0070019

PARTIAL

Inspection Date: Tuesday, July 26, 2011

Start Date/Time: 712612011 8:30:00 AM

End Date/Time: 7l2El2O11 12:30:00 PM

Last Inspection: Tuesday, June 28, 201 1

Inspector lD Number: 49

oll.. GAs & Ftilttt{G



PermitNumber: C0070019

Inspection Type: PARTIAL

Inspection Date: Tuesday, July 26, 2011

Inspection Gontinuation Sheet

Page 2 of 3

REWEW OF PERMIT. PERFORMANCE STANDARDS -PERMIT CONDITION REQUIREMENTS

/. Subsfantiate the e/emenfs on this inspection by checking the apprcpiate performance standard.
a. FoTCOMPLETE rnspecfions providenanative justifrcationforanyelementsnotfullyinspected unless elementisnot

apprcpiate to the sife, rn which case check Not Applicable.
b. For PARTIAL rnspecfions check only the elements evaluated.

2. Document any noncompliance situation by rcfercnce the NOV rssued atthe appropiate pefiormance standard listed below.
3. Reference any nanatives witten in conjunction with this inspection at the apprcpriate performace standard listed below.
4. Provide a bief sfatus report for all pending enforcement actions, permit conditions, Divison Orders, and amendments.

1. Permits, Change, Transfer, Renewal, Sale

Evaluated Not Applicable Comment Enforcement

rutrn
2. Signs and Markers nMutr
3. Topsoil T T T T
4.a Hydrologic Balance: Diversions TETtr
4.b Hydrologic Balance: Sediment Ponds and lmpoundments TTTT
4.c Hydrologic Balance: Other Sediment Control Measures I T T T
4.d Hydrologic Balance: Water Monitoring I T T T
4.e Hydrologic Balance: Effluent Limitations T u uu
5. Explosives T n L] n
6. Disposal of Excess Spoil, Fills, Benches trT I T
7. Coal Mine Waste, Refuse Piles, lmpoundments ilT T T
L NoncoalWaste n TIu
9. Protection of Fish. Wildlife and Related Environmental lssues T I trT
10. Slides and Other Damage utr T T
11. Contemporaneous Reclamation trT tr n
12. Backfilling And Grading T T tr tr
13. Revegetation T n TT
14. Subsidence Control l tr T tr
15. Cessation of Operations l n TT
16.a Roads: Construction, Maintenance, Surfacing L]trtrE
16.b Roads: Drainage Controls I Tnn
17. OtherTransportation Facilities tr T tr tr
18. Support Facilities, Utility Installations u TT T
19. AVS Check T T u T
20. Air Quality Permit n T u n
21. Bonding and Insurance TT tr tr
22. Other trln tr
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2. Siqns and Markers

Mine identification sign was observed in place at the point on entrance into the permit
area from the county road. The identification sign contained the required information

4.a Hvdrologic Balance: Diversions

The disturbed culvert outlet below the site has had material removed from in front of
the outlet. The culvert still contains sediment. This culvert should be monitored in
the future to insure that the material inside of the culvert flushes out during storm
events, otherwise it will need to be flushed by the operator to obtain the designed
diameter of the culvert.

Metal plates have been placed over top of the hole in the road culvert by the truck
load out to prevent the culvert from plugging.

1 6.a Roads: Constructi.on. Maintenance, Surfacing

The erosional cut in the road leading into the oil storage area has been repaired.


